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o vrity product ceriication, To promote safe and proper equipment use by children, Miracle recommends the installation of either a Miracle safety sign or other anropriate safety signage near
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5-12 PLAY AREA

GROUND LEVEL ACTIVITY TYPE

ELEVATED PLAY ACTIVITIES - TOTAL 10
ELEVATED PLAY ACTIVITIES ACCESSIBLE BY TRANSFER _10_REQD
ELEVATED PLAY ACTIVITIES ACCESSIBLE BY RAMP _0 ReaD _Q

3 REQD

GROUND LEVEL ACTIVITY QUANTITY 3 REQD

‘I\/Ilrocle

THE PLAY COMPONENTS IDENTIFIED IN THIS PLAN
ARE IPEMA CERTIFIED. THE USE AND LAYOUT OF
THESE COMPONENTS CONFORM TO THE
REQUIREMENTS OF ASTM F1487.

AN ENERGY ABSORBING PROTECTIVE SURFACE IS
REQUIRED UNDER & AROUND ALL PLAY SYSTEMS.

es for safe play.
714-S630 v/ COMPLIESTOCPSC | PSRIR™ oo e gy
5-12
GROUND SPACE: 39: X 25: v'| COMPLIES TO ASTM TYPEQANTITY DATE: 7/9/2019
PROTECTIVE AREA:  52'X 38" [, COMPLIES TO ADA A u . CINDI



